Steam and Water Sampling, Conditioning, and Analysis in the Power Cycle

Performance Test Codes

AN AMERICAN NATIONAL STANDARD
## CONTENTS

<table>
<thead>
<tr>
<th>Section</th>
<th>Title</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Notice</td>
<td></td>
<td>v</td>
</tr>
<tr>
<td>Foreword</td>
<td></td>
<td>vi</td>
</tr>
<tr>
<td>Committee Roster</td>
<td></td>
<td>viii</td>
</tr>
<tr>
<td>Correspondence With the PTC 19.11 Committee</td>
<td></td>
<td>ix</td>
</tr>
<tr>
<td><strong>Section 1</strong></td>
<td><strong>Object, Scope, and Application</strong></td>
<td>1</td>
</tr>
<tr>
<td>1-1</td>
<td>Object</td>
<td>1</td>
</tr>
<tr>
<td>1-2</td>
<td>Scope</td>
<td>1</td>
</tr>
<tr>
<td>1-3</td>
<td>Application</td>
<td>1</td>
</tr>
<tr>
<td>1-4</td>
<td>Uncertainty</td>
<td>1</td>
</tr>
<tr>
<td><strong>Section 2</strong></td>
<td><strong>Sample Point and Analysis Selection Criteria</strong></td>
<td>2</td>
</tr>
<tr>
<td>2-1</td>
<td>Introduction</td>
<td>2</td>
</tr>
<tr>
<td>2-2</td>
<td>Thermal Power Generation Cycles</td>
<td>2</td>
</tr>
<tr>
<td>2-3</td>
<td>Water Treatment Schemes</td>
<td>2</td>
</tr>
<tr>
<td>2-4</td>
<td>Makeup</td>
<td>4</td>
</tr>
<tr>
<td>2-5</td>
<td>Condensate</td>
<td>4</td>
</tr>
<tr>
<td>2-6</td>
<td>Polisher Effluent</td>
<td>5</td>
</tr>
<tr>
<td>2-7</td>
<td>Deaerator Inlet</td>
<td>5</td>
</tr>
<tr>
<td>2-8</td>
<td>Deaerator Outlet</td>
<td>5</td>
</tr>
<tr>
<td>2-9</td>
<td>Final Feedwater or Economizer Inlet</td>
<td>5</td>
</tr>
<tr>
<td>2-10</td>
<td>Steam Generator Water</td>
<td>6</td>
</tr>
<tr>
<td>2-11</td>
<td>Saturated Steam</td>
<td>6</td>
</tr>
<tr>
<td>2-12</td>
<td>Superheated Steam (Including Reheat)</td>
<td>6</td>
</tr>
<tr>
<td>2-13</td>
<td>Feedwater Heater Drains</td>
<td>6</td>
</tr>
<tr>
<td>2-14</td>
<td>Moisture Separator Reheater Drains</td>
<td>6</td>
</tr>
<tr>
<td>2-15</td>
<td>Rotor Air Coolers</td>
<td>6</td>
</tr>
<tr>
<td>2-16</td>
<td>Bibliography</td>
<td>7</td>
</tr>
<tr>
<td><strong>Section 3</strong></td>
<td><strong>Obtaining the Sample</strong></td>
<td>8</td>
</tr>
<tr>
<td>3-1</td>
<td>Introduction</td>
<td>8</td>
</tr>
<tr>
<td>3-2</td>
<td>Water Sampling</td>
<td>8</td>
</tr>
<tr>
<td>3-3</td>
<td>Isokinetic Sampling</td>
<td>8</td>
</tr>
<tr>
<td>3-4</td>
<td>Saturated Steam</td>
<td>8</td>
</tr>
<tr>
<td>3-5</td>
<td>Superheated Steam</td>
<td>10</td>
</tr>
<tr>
<td>3-6</td>
<td>Bibliography</td>
<td>10</td>
</tr>
<tr>
<td>3-7</td>
<td>Further Reading</td>
<td>10</td>
</tr>
<tr>
<td><strong>Section 4</strong></td>
<td><strong>Transporting the Sample</strong></td>
<td>11</td>
</tr>
<tr>
<td>4-1</td>
<td>Introduction</td>
<td>11</td>
</tr>
<tr>
<td>4-2</td>
<td>Sample Line Construction</td>
<td>11</td>
</tr>
<tr>
<td>4-3</td>
<td>Deposition</td>
<td>12</td>
</tr>
<tr>
<td>4-4</td>
<td>Saturated Steam</td>
<td>12</td>
</tr>
<tr>
<td>4-5</td>
<td>Superheated Steam</td>
<td>13</td>
</tr>
<tr>
<td>4-6</td>
<td>Liquid Samples</td>
<td>15</td>
</tr>
<tr>
<td>4-7</td>
<td>Bibliography</td>
<td>15</td>
</tr>
<tr>
<td><strong>Section 5</strong></td>
<td><strong>Sample Conditioning</strong></td>
<td>18</td>
</tr>
<tr>
<td>5-1</td>
<td>Introduction</td>
<td>18</td>
</tr>
<tr>
<td>5-2</td>
<td>Definitions</td>
<td>18</td>
</tr>
<tr>
<td>5-3</td>
<td>Materials</td>
<td>18</td>
</tr>
<tr>
<td>5-4</td>
<td>Valves and Fittings</td>
<td>18</td>
</tr>
</tbody>
</table>